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TESTINA SCHIUMOGENA FH35      FH35 FOAM HEAD

Ventaglio orientabile da orizzontale a verticale
Horizontally - Vertically adjustable foam jet beam

Getto di schiuma compatta
Dense foam jet

La nuova testina schiumogena FH35  permette diverse applicazioni di lavaggio con schiuma. Il getto della schiuma può essere orientato 
in posizione orizzontale o verticale in modo continuo senza interrompere il flusso. Per un corretto funzionamento scegliere l’ugello 
adatto in base alle caratteristiche dell’impianto dove la testina è montata. A monte della testina deve essere presente una pompa 
dosatrice oppure un eiettore detergente. 

The new foaming head FH35  is suitable for various foam washing applications. The foam jet can be oriented in both horizontal or 
vertical position,  continuously, without interrupting the flow. For a correct operation, choose the right nozzle size based on the cha -
racteristics of the system where the head is used.  A metering pump or a chemical injector must be installed upstream of the head.
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PRINCIPIO DI FUNZIONAMENTO     FUNCTIONAL PRINCIPLE

CARATTERISTICHE TECNICHE     TECHNICAL FEATURES

Pressione Nominale  / Rated Pressure 31 MPa 4500 psi

Pressione Ammissibile  / Permissible Pressure 35 MPa 5075 psi

Flusso Nominale  / Rated Flow 45 l/min 12 U.S. gal/min

Temperatura Nominale / Rated Temperature 100 °C 212  °F

Codice
Part No.

Entrata
Inlet

Colore
Color

Ugello
Nozzle

Massa
Weight

gr oz

1021370100 M18 F Nero/Black Vedi pag.7 / See page 7 130 4,56 5

PRODOTTI CORRELATI     RELATED PRODUCTS

IDROPISTOLA SG31 INGRESSO GIREVOLE con 
PROLUNGA EX28 RND SL USCITA M18 M
SG31 SWIVEL INLET WASH GUN with EX28 
RND SL EXTENSION M18 M OUTLET

PORTAUGELLO M18 - TIPO “K”
M18 NOZZLE HOLDER KIT - “K” TYPE

UGELLO ALTA PRESSIONE per TESTINA 
SCHIUMOGENA FH35
HIGH PRESSURE NOZZLE for FH35 FOAM 
HEAD

IDROPISTOLA SG31 INGRESSO GIREVOLE 
PERDENTE PERMANENTE con PROLUNGA 
EX28 RND SL USCITA M18 M
SG31 SWIVEL INLET PERMANENT WEEP 
WASH GUN with EX28 RND SL EXTENSION 
M18 M OUTLET

LANCIA SINGOLA RLS28 DIRITTA USCITA 
M18 M
RLS28 SINGLE STRAIGHT LANCE M18 M 
OUTLET

LANCIA SINGOLA RLS28 DIRITTA con KPS45 
USCITA M18 M
RLS28 SINGLE STRAIGHT LANCE with KPS45 
M18 M OUTLET

Note / Notes Abbinabile a monte con pompa dosatrice o eiettore detergente (per amalgamare acqua e detergente)
Can be combined upstream with dosing pump or chemical injector (to mix water and detergent)


